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Armstrong®

GD-2000K

Air Loaded Valves for Steam
The GD-2000K is an ideal choice when set point changes are

frequent, access to the valve is difficult and steam quality is poor. The
GD-2000K comes with either BSPT or flanged connections for quick,

easy installation.

It also comes with a durable ductile iron body and features double
stainless steel diaphragms and hardened stainless working parts,

renewable in-line. High Cv and 10:1 turndown ratio. Single seated for
dead-end service.

Table PTC-268-1. GD-2000K Specifications

Inlet Reduced Pres-| Maximum Minimum Dif- Materials
Application Pressure sure Temperature ferential Main X
(barg) (barg) (C) (barg) Body | valve/seat | Diaphragm Color
0,5-14
_o0* (Additional Air Ductile Iron | Stainless Steel | Stainless Steel
Steam 1-20 Pressure 232 0.5 ASTM A536 | AISI 420 AIS| 301 Dark Gray
required)

Table PTC-268-2. GD-2000K Dimensions and Weights
Face-to-Face Weight
. H1 H A
Size BSPT PN 25/40 BSPT PN 25/40 Cv
mm mm mm mm mm kg kg

15-1/2" 150 150 74 244 200 13 14 50

20-3/4" 150 150 74 244 200 13 15 7,2
25-1" 160 160 76 251 226 17 19 10,9
32-11/4" 180 180 90 282 226 20 23 14,3
40-11/2" 180 200 90 282 226 20 23 18,8
50-2" 230 230 103 319 276 31 35 32,0
65-21/2" — 290 122 373 352 — 64 60,0
80-3" — 310 135 399 352 — 7 78,0
100 - 4" 350 167 488 401 — 12 120,0

* All sizes comply with the

For capacities see page PTC-273.
External Sensing Line is not included as standard, but could be delivered on request. Internal Sensing Kit is also available.
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PED (2014/68/UE), but PMA for DN65 is 15 bar, for DN8O: 12,5 bar and for DN100: 10 bar.

All dimensions and weights are approximate. Use certified print for exact dimensions. Design and materials are subject to change without notice.

PTC-268

Armstrong International SA « Parc Industriel des Hauts-Sarts (2e Avenue) » 4040 Herstal - Belgium
Tel.: +32 (0)4 240 90 90 - Fax: +32 (0)4 240 40 33
www.armstronginternational.eu - info@armstronginternational.eu



0\

GP-2000, GP-2000K-1, 3 & 6, GD-2000K, GP-2000R Armstrong’

Capacities for Steam

Table PTC-273-1. GP-2000, GP2000K-1, GP2000K-3, GP2000K-6, GD-2000K, GP-2000R Capacities for Steam (kg/h)

Inlet Pres- | Outlet Connection Size (inches or mm)
sure Pressure | q/2" 3/4" " 11/4" 11/2" 2" 212" 3" 4" 6"
(barg) (barg)
15 20 25 32 40 50 65 80 100 150
1 0,5 89 128 194 255 335 571 1071 1392 2142 4 465
1 101 145 220 289 380 648 1215 1580 2430 5063
e 0,2 146 210 318 418 549 936 1755 2282 3510 7 313
1,5 M 161 243 320 420 716 1343 1745 2 686 5 597
2 0,2-0,5 175 252 382 501 659 1123 2105 2737 4210 8769
3 2,5 130 188 284 373 491 836 1568 2038 3136 6 536 g
0,2-10 234 336 510 669 879 1497 2 808 3651 5616 11691 §
4 3 202 291 441 579 761 1296 2430 3159 4 860 10125 o g
0,2-15 292 421 637 836 1099 1872 3510 4563 7 020 14 614 g2
4 223 322 487 640 841 1432 2685 3493 5 370 11194 "3_' &
5 3 301 434 658 863 1134 1931 3621 4709 7242 15 093 @ é
05-2 351 505 765 1003 1319 2 246 421 5475 8422 17 537 5
5 243 350 530 695 914 1557 2919 3795 5838 12169 %
6 3,5 361 521 788 1035 1360 2 316 4342 5 645 8 684 18 096
05-25 409 589 892 1171 1539 2620 4913 6 386 9826 20 460
55 314 453 686 900 1183 2014 3776 4909 7552 15 740
7 4 421 606 918 1205 1584 2697 5059 6 574 10 118 21077
0,5-3,0 468 673 1020 1338 1759 2995 5615 7 300 11230 23383
6,5 335 483 732 960 1262 2149 4030 5238 8 060 16 790
8 5 452 652 987 1295 1702 2 897 5434 7 062 10 868 22 640
0,5-35 526 758 1147 1505 1979 3369 6 319 8214 12 638 26 306
8,5 374 538 815 1070 1407 2395 4 493 5 840 8 986 18 715
10 7 509 733 110 1457 1916 3261 6 114 7 949 12 228 25 481
0,5-4,5 643 926 1402 1840 2419 418 7721 10 038 15 442 32151
10 467 673 1019 1337 1758 2992 5 612 7 295 11224 23383
12 8 633 M 1380 1810 2380 4052 7 597 9877 15194 31660
1,0-5,5 760 1095 1657 2175 2 859 4867 9126 11863 18 252 37997
1,5 559 805 1220 1600 2104 3581 6 714 8731 13428 27 984
14 9 754 1086 1645 2158 2837 4829 9 056 n771 18 112 37734
1,0-6,5 877 1263 1912 2 509 3299 5 616 10 530 13 689 21060 43843
12,5 579 834 1263 1657 2179 3709 6 956 9043 13912 28984
15 10 784 1129 1709 2242 2948 5019 9441 12 233 18 822 39 214
1,0-70 936 1347 2 040 2676 3519 5990 1231 14 600 22 462 46 765
14 730 1052 1593 2 090 2748 4677 8771 11403 17 542 36 545
17,5 12 888 1279 1936 2 540 3340 5 686 10 661 13 860 21322 44 423
1,0-8,0 1082 1558 2359 3095 4 069 6 926 12 986 16 882 25972 54 113
14 992 1428 2162 2 837 3729 6 348 11904 15 476 23808 49 602
20 12 113 1603 2426 3183 4185 7124 13 358 17 365 26 716 55 662
1,0-9,5 1228 1769 2678 3513 4619 7 862 14 741 19164 29 482 61380

Note: Maximum pressure reduction 20:1, except for GD-2000K (10:1).
Minimum pressure reduction is 85% of inlet pressure.
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