High Leverage Spring-Loaded Ball Float Type Drain Traps

For Low Flows at Pressures to 255 bar and Specific Gravity Down to 0,40
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Figure LD-357-1.
High leverage ball float drain trap.
Table LD-357-2. HLS Series Physical Data in mm
Model No.  |2313-HLS +| 2315-HLS [2316-HLS +| 2413-HLS + |2415-HLS :| 2416-HLS | 25133G-HLS | 25155G-HLS | 26155G-HLS
Pipe Connections | 125207 | 25732 | 4050 |15-20-25 | 25,32 | 40-50 |15-20-25|20-25-32|25-32-40
N 203 248 302 219 273 318 216 263 298
“B” 295 381 435 305 379 448 362 412 613
“BB” (PN100 — 160 | 343 — 349 | 442 — 444 353360 — | 440 — 444 472-473 - | 540-540 —
—2507) ~355 | —a46 |°00-505| 77364 —44g | 515526 487 540 740 - 740
“D” 154 198 229 137 184 229 75 102 127
“G” 130 175 213 137 175 219 146 187 213
“« 37 44 54 37 44 54 33 44 44 -
L 98 119 146 102 122 148 _ _ _ 5
“LL” (PN100 — 160 —|145 — 153 —| 171 — 173 — 149 — 156 — |181-183 — 185187 — | 214—214— &
250%) 159 175 | 198204 162 187 | 2M-244 190 214 224 - 224 )
o
Weight in kg 5
e s %w) 21 44 73 31 59 95 51 78 147 3
Weight in kg
23,0 - 25,0(46,0 - 50,0 350 - 370 |60,6 — 64,6 1040— |56,0—570— [101,0 —102,0 -
. 2504 2260 | -530 |2427882/7""380 ~676 | 1080 58,0 1030 | 1942-1602
. 103 bar @ 146 bar @ o 255 bar @
Maximum e 69 bar @ 38°C 38°C 125 bar @ 38°C 3gic (74201038 "3gec
Nostol Dosioms 41 bar @ 400°C 62 bar @ 62 bar @ 482°C 117 bar @ PR 207 bar @
9 454°C 482°C 482°C

Note: Available with screwed, socketweld or flanged connections.
+ Available with cast 316 stainless steel body and all stainless steel internals. Consult factory.
++ May be derated depending on flange rating and type.
* Other flange sizes, ratings and face-to-face dimensions are available on request.
All products are CE Marked according to the PED (2014/68/UE).

All dimensions and weights are approximate. Use certified print for exact dimensions. Design and materials are subject to change without notice.

Armstrong International SA « Parc Industriel des Hauts-Sarts (2e Avenue) « 4040 Herstal « Belgium

Tel.: +32 (0)4 240 90 90 - Fax: +32 (0)4 240 40 33

www.armstronginternational.eu - info@armstronginternational.eu

LD-357



